
CONCRETE DRIVEWAY - TYPE 1

NOTES

Width as shown on project drawings
(3000 - 5500 residential)

Surface to be finished with
a wooden float and broom
finish.

2.5% max.

0.2mm Impervious membrane 100mm thick concrete
SL72 (Res)

150mm thick concrete SL82 (Comm+ Ind)
mesh placed centrally.

(Without drainage)

(With drainage)

2.5% max.

CONCRETE DRIVEWAY - TYPE 2

Width as shown project drawings
(3000 - 5500 residential)

Surface to be finished with
a wooden float and broom
finish.

0.2 Impervious membrane
100mm thick concrete
SL72 (Res)
SL82 (Comm + Ind)
mesh placed centrally.
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Drainage kerb cast insitu
with driveway or extruded
semi mountable kerb (Type 2)
Refer standard drawing S1000.
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Property boundary. Property boundary.

uPVC pipes to kerb(Res).
Galvinised steel box
100x75(Comm+Ind).

Kerb and grated pit
to Type 2 driveways.

Kerb and channel
Driveway crossover

Refer standard drawings S1015.

TYPICAL DRIVEWAY LAYOUT

1.  For driveway alignment, longitudinal grade and associated drainage details refer project drawings.
2.  Concrete is N25 in accordance with AS 1379 and AS 3600.
3.  Construction joints shall be provided at 4.0m max. Ctrs with expansion joints or approved equivalent
     @ 16.0m max. Ctrs.
4.  All dimensions to be in millimetres.
5.  'Residential' refers to single dwelling/duplex.
6.  For commercial or industrial driveways 150mm thick N32 concrete and SL82 mesh.
7. Access to Gross Pollutant Traps (GPT) to be min 3.5m wide to commercial/ industrial driveway standard.

Closed cell crosslinked polyethylene foam (85 - 150 kg/m3).

R12 (Res) R16(Comm+Ind) O.D. greased
PVC sleeve with end cap

EXPANSION JOINT
Spacing 16000 max.

450

75

145

25 min. 35 max.

Sawcut or recess

Spacing 4000 max.

CONTRACTION JOINT

For construction joint finish here
with galvanised fabric protruding

SL72 (Res) SL82 (Ind)
 galv. mesh located below

placed centrally

450 7575

6

Plain galv. dowels (not deformed)
R12 (Res) R16 (Comm+Ind)

300 long at 300 centres centrally located.
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SL72 Mesh centrally located
lap fabric 400
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End cap
600
min

2.5%

200

250

200

250

Closed cell cross linked polyethylene foam
with 12mm galvinised dowels @ 600mm Ctrs

Finished flush with the top surface key joint with rubber top in lieu.

 F8 TM 3BAA (Res)
 F11 TM 3BAA (Comm + Ind)

150mm thick concrete
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