
 TYPICAL SECTION

45° ANGLE PARKING.

Eminence kerb to
traffic lane side only.

Turf finish flush
with top of kerb. Semi mountable

kerb.

Kerb and channel.
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NOTES

1.  For setout dimensions and tree species refer project drawings.
2.  Where new trees are to be installed the tree barrier is to be excavated to
     a depth of 500mm or to underside of road pavement, whichever is greater,
     and backfilled with imported topsoil.
3.  Where an existing tree is to be retained remove any surplus overburden,
     do not excavate below ground line except where island overlaps existing
     bitumen, in order to avoid damage to surface roots. Backfill with imported
     topsoil and turf remainder of tree guard. Ø1200. aged wood chip mulch
     100mm thick to be placed around base of tree.
4.   Root barrier to be installed to perimeter of all islands as shown.
5.  Subsurface drainage to be provided where specified on project drawings.
6.  All dimensions are in millimetres.
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Planting pit is to be excavated to
a minimum depth of 500mm
or to underside of road pavement,
whichever is greater, and
backfilled with amended topsoil.

Trees to be planted with appropriate anchoring, based on size and
available space.  Methods such as staking, cable rope anchoring or root
ball anchoring relevant to the size of the plant can be used as approved
by Council.

600mm deep root barrier
600mm deep root barrier
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