NOTES

. Precast surrounds to be 100mm minimum width and shall be
painted yellow.

* Refer note 4

CHECK HYDRANT BOX LID DOES NOT
NTERFERE WITH HYDRANT STAND PIPE.

Recycled plastic surround (yellow).

o C.l. Cover 0
NS \ I\
— | \ s
A N e | ie VZNZ\
Dry morter pack (] Select compacted backfill consistent
between pipe sleeve with surrounding pavement material.
and surround
@225 Class SN4 .
uPVC pipe sleeve R
Hydrant riser ——————- : Compacted bedding
asrequired. . . . —J - ' material
L~ iV L—"

Concrete block both sides & under

'T' to keep fire hydrant vertical.

FIRE HYDRANT

2. Long side of cover box opening shall be aligned with water main
to locate recesses with hydrant bolts.
3. Gap between precast surround and cover box shall be mortar
filled after final levelling.
4. Depth of hydrant shall be 75mm from top of box to top of lug
where possible, with an absolute maximum depth of 125.
5. All hydrants shall be installed with dust covers.
6. Hydrant tees and risers to be DICL.
7. Hydrants to be coated with thermosetting epoxy powder to AS 3952
and AS 2638. All bolts stainless steel grade 316 to AS 2837.
8. Refer to Standard Drawing S2010 for Kerb/Road Marker Installation.
9. All dimensions are in millimeters
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