
Ø1050 MANHOLE

NOTES

CONCRETE RING

(Cover omitted for clarity)

SECTION

SECTION OF 1050 Dia.

(Minimum base thickness - 150mm)

Ø1200 MANHOLE Ø1350 MANHOLE Ø1500 MANHOLE
COVER REINFORCING

FABRIC REINFORCMENT ALTERNATIVE
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FABRIC REINFORCED SLAB

1050

NOM DIA ROOF THICKNESS
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12mm rebate
epoxy morter.

150mm min
clearence.
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Subsoil tail
(refer note 6).

Manhole floor to have a nominal
fall of 75mm from edges

to the invert lines.
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150 150Ø1050

Ø1015
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Ø610

2-N12 hoop
bars, 500 lap

Cast iron
frame

N12 bar 1200 long.

2-N12-100
trimmers

N12 hoop bar

SL81 mesh (2 layers)
50 side cover

2-N12-100
trimmers

2-N12-100
trimmers

40

40

Space upper and lower
layers of mesh as shown.

Trimmer barsSL81 mesh
(2 layers)

1.  All concrete shall be grade N25, in accordance with AS 1379 and
     AS 3600. Minimum cover to be 40mm.
2.  In areas where any part of the pit is below RL 1.800, all concrete
     shall be grade N32. Minimum cover to be 65mm. Thickening of
     concrete section may be required.
3.  Cover shall be cast iron ( Refer specifications for class).
4.  Manholes greater than 1.5m diameter shall be engineer designed
     and detailed.
5.  2m long 100Ø subsoil drain to be provided to the sand bedding.
6.  All dimensions are in millimetres.
7. Pre-cast units in accordance with these requirements are acceptable.

Overall Dia. 1350
slab thickness 175

3-N12-100 bot.

6-N12-75 bot.

15
0

N12-150 bot.

N12 hoop bar
3-N12-100 bot.

75

N12 hoop bar

Overall Dia. 1650
slab thickness 175

3-N12-75 bot.

N12-150 bot.

15
0

N12-150 bot.
5-N12-75 bot.
N12 hoop bar.

3-N12-75 bot.
N12-150 bot.

75

N12 hoop bar

Overall Dia. 1800
slab thickness 200.

4-N12-100 bot.

5-N12-75 bot.
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2-N12-150 bot.

N12 hoop bar.
4-N12-100 bot.

75

N12 hoop bar

Overall Dia. 1950
slab thickness 200

5-N12-100 bot.

4-N12 at 75 crs. bot.
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3-N12 at 150 crs bot.
3-N12 at 100 crs bot.

N12 hoop bar
5-N12-100 bot.

75

N12 hoop bar
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