Recycled plastic surround (white).
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Select compacted backfill consistent
with surrounding pavement material.

Drill hole in @225 sleeve and loop
Unbroken Location Wire inside. Allow
enough length to reach FSL.

(300mm Preferred Length).

Compacted bedding
material.
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Concrete block either side & under
T to keep sluice valve vertical.
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50 VALVE SLEEVE

50mm valve on ring mains must be installed
as per sluice valve design (plastic surround).

Drill hole in @225 sleeve and loop
Unbroken Location Wire inside. Allow
enough length to reach FSL.

Valve extension ——

SPINDLE FIXING DETAIL

Recycled plastic surround.

@225 class SN4
uPVC pipe sleeve.

N FSL
: NN

Select compacted backfill
consistent with surrounding
pavement material.

Extension spindle hot
dipped galvanized
after fabrication.

1200 max

Refer spindle
fixing detalil.

Unbroken Copper

~

Location Wire. <

" Drill hole in @225 sleeve and loop

i Unbroken Location Wire inside. Allow
|| enough length to reach FSL. (300mm
I Preferred Length).

Compacted bedding
material.
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Concrete block either side & under

'T' to keep sluice valve vertical.

SLUICE VALVE

(WITH EXTENSION SPINDLE)

Stainless steel 6 hex.

head bolt with 1 locknut.
drill @8 holes.

10 S.S. hex. set screw
full dog point, let into
valve spindle.

spindle.

NOTES C.l.cap
1. Precast surrounds to be 100mm minimum width and shall be painted white.
2. Gap between precast surround and cover box shall be mortar filled after final leveling. Valve spindle
3. Valves shall be installed so the valve spindle is aligned with centre of cover opening

and cover is level in surrounding ground.
4. All @50 gate valves shall be fitted with bronze tee handles.
5. Valves to be coated with thermosetting epoxy powder to AS 3952 and AS 2638. Al

bolts stainless steel grade 316 to AS 2837.
6. All galvanising to AS 1650.
7. All dimensions are in millimetres.

Road Marker.
White Triangle 1.5m from K&C
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DISCLAIMER

The authors and sponsoring organisations shall have no liability or

responsibility to the user or any other person or entity with respect

to anr liability, loss or damage caused or alleged to be caused,
directly or indirectl{, by the adoption and use of these Standard Drawings
including, but not limited to, any interruption of service, loss of business

12/3/04

or anticipatory profits, or consequential domages resulting{ from the use
of these Standard Drawings. Persons must not rely on these Standard

REVISIONS

Drawings as the equivalent of, or a substitute for, project-specific design
and assessment by an appropriately qualified professional.

Mareeba

SHIRE COUNCIL

MAREEBA SHIRE COUNCIL

11-15 Kowa Street, Mareeba QLD 4880
PO Box 154, Mareeba QLD 4880
P: 1300 308 461 F: 07 4092 3323
Email: info@msc.qld.gov.au
Web: www.msc.qld.gov.au

VALVE BOX INSTALLATION
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