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Location of noise attenuation barrier/fence
to be maintained by freehold lot

(if required).  Min 1800 height
unless otherwise approved.
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Shade trees 6m -10m
10m spacing.

Medium shrubs
to 4m.

Small shrubs
to 2m.
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Mulch 100mm
minimum thickness.

Topsoil 200mm minimum
thickness lightly compacted.

Surface of mound to be ripped to a
depth of 150mm prior to placing
of topsoil.

Fill material compacted to 95%
standard in accordance with AS 1289.

BUFFER MOUND
NOTES

1.  For location of buffer mound and planting schedule refer project drawings.
2.  Prior  to planting all weeds shall be killed by spraying with a suitable glyphosate based herbicide,
     sprayed area shall remain undisturbed for two weeks.
3.  All buffer mounds to be installed with a temporary irrigation system. Refer project drawings for irrigation
     details and maintenance and watering requirements.
4.  All dimensions are in millimetres unless noted otherwise.
5.  Entry Statements should not compromise the function of the buffer mound, and are restricted
     as shown.  The buffer mound shall provide the necessary noise reduction that results in
     acceptable levels at the dwellings in accordance with current TMR standards.
6. All shade trees must be planted no higher than 13 from base of mound.

20m max

Extent of Entry Statement

Buffer Mound.

Entry Statement.

1m

Shade trees 13 from base of
mound 10m spacing.
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(Easement)
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20 x shrubs to edge
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