
5600mm TYPICAL
4400mm TYPICAL

MIN 1000mm

Appropriate anchoring to be installed.

Clean pea gravel

Compacted subgrade material
unconductive to root growth

Clean gravel base to aid
drainage where required

Permeable geotextile

Irrigation/aeration
manifold flush with

finished level of
hardscape

Finished level of car park

600mm deep root barrier

75mm hard wood
wood chip mulch

Concrete
edge restraint

Backfill planting pit with
amended topsoil mix as follows:

70% site topsoil
30% mature mill mud

10kg/m³ terra firma "organic life" or
approved equivalent

Structural soil or approved rootcell
systems loaded with topsoil for primary
rooting zone

Irrigation/aeration manifold
ensure inlets are slightly proud

of the finished mulch level Area of structural soil or approved
rootcell systems installed as per

manufacturer's instructions.
Typically the root zone area will extend to

the estimated drip line of the tree at
maturity,  or provide equivalent area.

Irrigation/aeration
pipe

NOTES
1. For location and species of trees refer project drawings.
2. Shade trees to be spaced to maximise benefit to parked vehicles,

recommend one tree per six spaces as shown.
3. CRC will consider alternative design solutions.
4. Top of rootball to be finished flush with existing ground level.
5. Mulch to be 100mm thick..
6. CRC will consider alternative treatments.

Parking bay

Tree
Edge restraint

Ensure aeration /
irrigation manifold is
positioned in centre
of bay (ie clear of
wheel locations)


