Soldier course haunched
each side with mortar.
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20mm below top of edge board. Pegs to be
installed at 2.0m centres and at all junctions.

250 x 100mm
concrete mortar footing.
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@150 treated pine slab on edge

Garden bed. attached to peg with 125mm coach screw.
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Concrete paver laid on mortar
[bed with all joints pointed.

« .. . [~—Mortar haunching to grass edge to
S finish 20mm below top of paving.
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|~300 X 75 concrete
mortar footing.

50 x 50 x 400mm hardwood peg attached
25mm below top of pine slab. Pegs to be
installed at 2.0m centres and at all junctions.

% HEADER COURSE
NOTES
1. Concrete mortar to be N15 lean mix concrete.
M 2. Alldimensions are in millimetres.
3. Recycled plastic material or other approved products may be considered as an alternative to treated timber.
4.

CCA treated timbers are not to be used for any element of construction shown on this drawing.
ACQ, Copper Azole, LOSP or another Council approved alternative timber treatment will be
considered, so long as each individual piece of timber is clearly marked to show the treatment
type. In this instance, unless otherwise approved by Council, all above ground or exposed
timbers shall be clearly marked by burn branding with text a minimum of 15mm in height so as

to ensure the treatment type can be readily identified for the anticipated life of the timber.

5. Alternative options to those shown may be accepted with council approval.

Refer FNQROC drawing S1000 for maintenance strip kerb detail.

7. If placed adjacent to road or stormwater infrastructure, root guard is to be installed in accordance
with the manufacturers specifications in order to protect adjacent infrastructure. Extent and depth of
root barrier will vary in accordance to tree species and the depth and location of adjacent
infrastructure/services to be protected.
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