
Retained Material

SQUARE EDGING

NOTES

Ø65 subsoil pipe with filter
sock backfilled with free
draining material, if required.

Approved soft fall material.
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100mm -150mm x 100mm boards for
posts and edging 2/M12 galv. bolts with
washers to suit, countersunk flush.

15mm arris to all
exposed edges.
Weather tops &

treat cuts.

SECTION

Subsoil drain
outlet.

PLAN

2000 max ctrs.
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1. Soft fall material to Council approval .
2. Top of soft fall edging shall have the same level at all corners and may only be modified with

prior approval of Council.
3. All dimensions are in millimetres.
4. Recycled plastic material are the preferred alternative to treated timber.
5. CCA treated timbers are not to be used for any element of construction shown on this

drawing. ACQ, Copper Azole, LOSP or another Council approved alternative timber treatment
will be considered, so long as each individual piece of timber is clearly marked to show the
treatment type. In this instance, unless otherwise approved by Council, all above ground or
exposed timbers shall be clearly marked by burn branding with text a minimum of 15mm in
height so as to ensure the treatment type can be readily identified for the anticipated life of the
timber.

6. H4 level of treatment. H5 in wet areas.
7. Installation to be as manufacturers recommendation.
8. CRC Specific - Raised concrete edging or a Council approved equivalent to playground

boundaries where the soft fall material meets the footpath.
9. CRC Specific: Raised (150mm) recycled plastic playground edging or a Council approved

equivalent where the soft fall material meets the grassed areas and mulched garden beds.

Selected backfill manually
compacted to post surroundsBRICK ON EDGE

250 x 100mm
concrete mortar footing.

Soldier course haunched
each side with mortar.

Garden bed. 40

Garden bed. 25

Concrete paver laid on mortar
bed with all joints pointed.

Mortar haunching to path edge to
finish 20mm below top of paving.

300 x 75 concrete
mortar footing.

Path edge.

EDGING TO PATH FRONTAGE
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TYPICAL PLAYGROUND EDGING
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