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RETAINER FIXED TO WALL WITH 3—M10 FLAT

1 PART ALUMINIUM HINGED LOCKABLE COVER
CLASS B INSIDE PROPERTIES,

1 PART CAST IRON, CONCRETE INFILL COVER
& FRAME CLASS C IN ACCORDANCE WITH

FABRICATED SCREEN.
REFER DETAIL DRG No S3036—CRC

PROVIDE FLEXIBLE JOINT ol .li
WITHIN ONE PIPE DIAMETER SIZ|i
OF CONCRETE STRUCTURES \_ =
(TYP.).
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PVC OVERFLOW PIPE.
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PVC OVERFLOW PIPE.
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PVC OVERFLOW PIPE (MIN CLASS S P LET

SN8). FOR BACKFILLING, BEDDING
AND COMPACTION REFER TO
SPECIFICATION S6 OF FNQROC.

N f /
RECTANGULAR DOUBLE FLAP VALVE.

REFER DETAIL DRG No S3037-CRC.
PROVIDE SILICON SEAL BETWEEN
FRAME AND PIT WALL.

OVERFLOW CHAMBER
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150mm MIN. CLEAR

BETWEEN STOPBOARD
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AND SCREEN.

[

HEAD S.S. MASONRY ANCHORS @ ENDS & \%STOPBOARD RETAINER B.S. — SEE DETAI
250 CTS COUNTERSUNK INTO 50x8 FLAT. o SCREEN GUIDE B.S. — SEE DETAIL.
(@)
STOPBOARD RETAINER S NOTE:
COVER NOT SHOWN FOR CLARITY.
FIXING DETAIL PLAN
75x40 CHANNEL FIXED TO WALL WITH
3—M10 FLAT HEAD S.S. MASONRY
NOTES ANCHORS @ ENDS & 250 CTS
B COUNTERSUNK INTO CHANNEL.
1. ALL CONCRETE SHALL BE A MINIMUM OF GRADE N32 IN ACCORDANCE WITH AS1379 & AS3600.
2. ALL OVERFLOW LEVELS ARE TO BE HYDRAULICALLY DESIGNED TO PREVENT OVERFLOW
EITHER AT ANY OVERFLOW RELIEF GRATE OR THROUGH THE MANHOLE COVERS.
HGL (HYDRAULIC GRADE LINE) TO BE ASSUMED TO BE ABOVE THE SCREEN E.G. N N S
THE SCREEN IS ACTING AS A WEIR. REFER TO PROJECT DRAWINGS DETAILS. N )

3. FOR LEVELS, SIZE OF PIPES & SITE ORIENTATION, REFER PROJECT DRAWINGS.

4. RL @ IS THE INVERT LEVEL OF THE LINE INTO THE RECEIVING MANHOLE/PUMPSTATION.

5. RL @ IS THE INVERT LEVEL OF THE LINE INTO THE OVERFLOW

CHAMBER/MANHOLE.
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SCREEN GUIDE FIXING DETAIL

_—  —_—

NOTE:— ALLOW 150 MIN CLEARANCE BETWEEN STOPBOARD & SCREEN
AS3996 IF SUBJECT TO VEHICULAR LOADING.—\ r ALUMINIUM STOPBOARD — REFER DETAIL DRG No S3036—CRC

CHILD PROOF CAGE WITH HINGED FLAP TO TOP.

LOCK WITH A WATER & WASTE Y1 KEY PADLOCK.
REFER DETAIL DRG No S3039—CRC
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MASS CONCRETE HEADWALL STRUCTURE (UNREINFORCED).

GROUTED STONE SCOUR PROTECTION
/ 200 MIN DEPTH.

EXISTING DRAIN

STRUCTURE ~ COMPONENT SIZES

OUTLET STRUCTURE
SEWER PIPE¢ | OVERFLOW PIPE® —
DIM "A" | CONCRETE VOL.
150/225 300 600 0.53 cu. m.
300/375 375 750 0.59 cu. m.
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Approved for use
GM Infrastructre Services

DISCLAIMER  The caims Regional Council shall have

no liability or responsibility to the user or any other person or entity with
respect to any liability, loss or damage caused or alleged to be caused,
directly or indirectly, by the adoption and use of these Standard Drowings
including, but not limited to, any interruption of service, loss of business
or anticipatary profits, or consequential damages resulting from the use
of these Standard Drawings. Persons must not rely on these Standard
Drawings as the equivalent of, or a substitute for, project-specific design
and assessment by an appropriately qualified professional.

STANDARD DRAWING

DRAWING NUMBER

Rce:g

rns
onal
COUNCIL

PUMP STATION OVERFLOW PIT
CHAMBER AND OUTLET DETAILS

S3035-CRC

REV | A | B




