Galvanised angle perimeter frame to outside of frame

600 dia. hole for palm/tree planting — VW

Provide Tree Grate, in 2No. surface pieces. x /:

Use 5 mm Plate full sheet with reinforcing
Lazer cut sheet to design.
Request CAD file from Landscape Architect.

Position 25mm x 5 Plate struts for support
on all ends & concealed below, to all edges.
e

ribs to underside.

Smooth weld joints.

Finish in Black powdercoat or approved

(i.e. Dulux Luxathane R N
or approved alternative). Set grates in 1512mm
SQ Galv. perimeter 25x6EA frame.

polyurethane finish.

Note: Ensure perimeter frame is installed
prior to plant stock.

Provide workshop drawing for approval prior —__|

to manufacturing.
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Repeat Panel
on this side
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200x300x40mm Urbanstone Ochre Header J
Course (0H4.2/3) (or approved alternative) with
200x200x40mm units to corners. (OH4.2/2)

Lay 75mm depth bauxite below tree grate

PLAN

Two Stake holes per tree
grate set. Refer S4210
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Provide 4No. Grates with Stakin
Holes as shown (i.e. 8 pieces)
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DISCLAIMER  The caims Regional Council shall have

no liability or responsibility to the user or any other person or entity with

STANDARD DRAWING

respect to any liability, loss or damage caused or alleged to be caused,
directly or indirectly, by the adoption and use of these Standard Drowings
including, but not limited to, any interruption of service, loss of business
or anticipatory profits, or consequential damages resulting from the use
of these Standard Drawings. Persons must not rely on these Standard
Drawings as the equivalent of, or a substitute for, project—specific design
and assessment by an appropriately qualified professional.
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